NASTENNE DELENE KLIMATIZACE

KEYON SERIE

Energetickd tfida A++ / A+
Skryty dislpej
Funkce "l FEEL"

Funkce "TEMPEROVANI 8 oC"

Novy design venkovni jednotky

Filtry - katechinovy SAF-OPWC4
a s aktivnim uhlikovym filtrem SAF-OPWA4

- Cold plasma generdtor
- WiFi

Dverni kontakt (kromé SIH- SIH-09BIK)

Dalkovy ovladac¢

- Zdravotni filtry
GSM modul G25-T

Ridici modul SCMI-03S pro serverovny
BACNET brana SBG-01 (kromé SIH-09BIK)
Nasténné ovladace SWC-02, SWC-04

(kromé SIH-09BIK)

Centralni ovlada¢ SCC-36 (kromé SIH-09BIK)
SAI-01 modul pro hldseni chyb

MoZnost MODBUS fizeni pfes SWC-02
nebo SWC-04 pres SWC-02 nebo SWC-04

(kromé SIH-09BIK)
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SIH-09BIK + SOH-09BIK2
27128

serii

SIH-12BIK + SOH-12BIK2
32/34

sincLair

Repriaerant \§ R 32

SIH-09BIK + SOH-09BIK2
SIH-12BIK + SOH-12BIK2
SIH-18BIK + SOH-18BIK
SIH-24BIK + SOH-24BIK

SIH-18BIK + SOH-18BIK
461752

SIH-24BIK + SOH-24BIK
62/65

Frekvence / Napéti

Faze /Hz /V

1~/50/220-240

1~/50/220-240

1~/50/220-240

1~/50/220-240

SEER /SCOP

68742

6,5/4,1

64/40

68740

Energeticka tiida chlazeni / topeni (prim,, tepl, chlad)

At/ (At At )

Att/ (At Attt )

Att/ (At Attt —)

Att/ (At At )

Akusticky tlak v 1 m

vnitini dB(A)

40/37/33/23

41/36/32/23

48/41/37/31

48/44/40/35

venkovni dB(A)

51

52

53

58

Rozméry (8 x v x h) / Hmotnost netto

vnitfni mm/kg

770 x 251 x190/8,0

849 x 289 x 215/105

972x300x225/135

1081 x325%248/16,5

venkovni mm/kg

732x555x330/24,5

732x550 %330 /250

732550 %330 /26,5

873 x555x376/365

Rozsah provoznich teplot chlazeni / topeni

°C

-15~43 /-15~24

-15~43 /-15~24

-15~43 /-15~24

-15~43 /-15~24




