NASTENNE DELENE KLIMATIZACE
TERREL SERIE

VLASTNOSTI

Energetickd tfida A++ / A+

Skryty displej
Funkce "I FEEL"

Funkce "TEMPEROVANI 8 oC"

7 rychlosti ventildtoru

Pohyb lamel vodorovné i svisle

STANDARDNI PRISLUSENSTVi

Filtry - katechinovy SAF-OPWC4
a se stfibrnymi ionty SAF-OPWS4

Cold plasma generator

WiFi
Dverni kontakt

Vyhfivani sasi venkovni jednotky

Dalkovy ovladac¢

VOLITELNE PRISLUSENSTVI
Zdravotni filtry

ECOLOGICAL

REFRIGERANT \ R3 2

Vnitrni
jednotky lze
kombinovat

s Multi Variable

sérii

GSM modul G25-T sincuain
Ridici modul SCMI-03S pro serverovny i
BACNET brana SBG-01 v 1 = — ] /
Nasténné ovladace SWC-02, SWC-04
Centralni ovlada¢ SCC-36 — = —————-,
SAI-01 modul pro hldseni chyb " '
MoZnost MODBUS fizeni pfes SWC-02
nebo SWC-04
SIH-09BITX + SOH-09BIT
SIH-13BITX + SOH-13BIT
SIH-18BIT2X + SOH-18BIT2
SIH-24BIT2X + SOH-24BIT2
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TECHNICKE PARAMETRY

Ol

MODEL SIH-09BITx + SOH-09BIT SIH-13BITx + SOH-13BIT SIH-18BIT2x + SOH-18BIT2 SIH-24BIT2x + SOH-24BIT2

Viykon chlazeni / topeni kw 2,7/30 35/38 53/56 71178

Frekvence / Napéti faze /Hz /V 1~/50/220-240 1~/50/220-240 1~/50/220-240 1~/50/220-240

SEER /SCOP 75/42 71741 76743 70/42

Energeticka tfida chlazeni / topeni (prim., tepl., chlad) At/ (At Attt A) At+/ (A+, A+++,B) At/ (At At A) Att/ (At Attt A)

Akusticky tlak v 1 m vnitini dB(A) 38/36/34/31/29/27125 42/38/35/32/29/27/25 | 47/41/39/37/35/32/31/21|50/47/43/41/40 /36/35/27
venkovni dB(A) 50 52 57 59

Rozméry (8 x v x h) / Hmotnost netto vnitini mm/kg 889 x294x212/11,0 889x294x212/11,0 1013 x307x221/135 1122x329x 247 /165
venkovni mm/g 732x555x330/23,5 732x555x330/245 958 x 660 x 402 /40,5 958 x 660 x 402 /41,5

Rozsah provoznich teplot chlazeni / topeni oC -15~50 /-25~30 -15~50/-25~30 -15~50/-25~30 -15~50 /-25~30

X - k dispozici v rdznych barvach SIH-xxBITW - bila, SIH-xxBITB - ¢erng, SIH-xxBITS - stfibrnd, SIH-xxBITC - Sampariska



